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This product includes software developed by the OpenSSL Project for use in the OpenSSL Toolkit. (http://www.openssl.org/)

SPECIFICATIONS

120/240V AC, 50/60Hz

Non-display version: 0.5 lb (0.2 kg)

Display version: 0.65 lb (0.3 kg)

Less than 1 second

50 keV - 2 MeV

Lithium Ion

1 µRem/hr - 100 mRem/hr

(.01 µSv/hr - 1 mSv/hr) 

mrem/hr, µSv/hr, cps

+/-10%

5.97” x 5.92“ x 1.75”  

(15.2 cm x 15 cm x 4.4 cm)  

 

D-tect SensorNet, Wi-Fi, Ethernet, USB

IP65 rated for indoor/outdoor operation; 

NEMA Enclosure available for added

environmental protection

 

Large cesium iodide scintillation (CsI) 

crystal

CONTROL & MONITOR WITH A 
SMARTPHONE/TABLET/PC

Each Rad-DX can be controlled and monitored by 

a PC on the network or across the internet on any 

Tablet or remote PC. 128-bit encryption protected. 

Monitoring can be real-time or past event logs can 

be reviewed.

SYSTEM CONFIGURATION 
OPTIONS

The DX View is a PC application used to monitor 

and configure Rad-DX detectors. Multiple detectors 

can be configured as long as one detector is 

connected to the PC directly and the other 

detectors are configured to communicate via the 

mesh network.

The DX Dashboard is a web server application. 

This software can also be used to monitor and 

control a Rad-DX network. It runs on either the 

D-tect Cloud server or the DX Network Assistant (if 

installed at your facility). Using the DX Dashboard, 

you can access your Rad-DX network using any 

web-enabled device (smartphones, tablets, PCs). 
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